Storm Drainage Improvements 

Wilchester, Memorial Way and Memorial Trails Subdivisions

WBS No. M-000248-0001-4

Purpose:  This project is part of the Storm Drainage Capital Improvement Plan (CIP) and will provide drainage improvements to alleviate flooding due to insufficient pipe capacity in these subdivisions.

Description:  The project consists of approximately 275 linear feet of 10-ft x 6-ft reinforced concrete box sewer, approximately 11,775 linear feet of 24-inch to 96-inch diameter storm sewer pipes 9,900 linear feet of 8-inch and 12-inch diameter waterline, roadway reconstruction with curb and gutter, and sidewalks replacements.  The Contract duration is 415 calendar days.  The project was designed by the Engineering Firm of Cobourn Linseisen & Ratcliff, Inc.    

Location: Kingsride Lane is the northern border of the project, Memorial Drive on the south, Rummel Creek on the east and Glenchester Drive on the west.

Construction Cost:  $7,180,010.50.

Pre- Construction Meeting: January 17, 2007

Projected Commencement of the Work: January 22, 2007

Projected Completion of the Work:  March 12, 2008

Contacts:

Construction Management & Inspection-

Carter and Burgess, Inc.

Contact: Imre Kondor, P.E. – phone (713) 803-2096
Construction Contractor-

SER Construction, Ltd.

Contact: Ravi Raj Yanamandala – phone (713) 473-7900

